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ENGINEERED TO WORK BRILLIANTLY
The Ligna series of open fronted wood fire inserts are a stunning addition to any environment.  

Apart from being economical to install, the Ligna series produces brilliant radiant and convection 
heat much more efficiently than a conventional masonry fireplace. Its unique heat exchange 

design traps hot air which would of otherwise been lost up the chimney and circulates it through 
natural convection into the room so the heat is kept inside the room where you want it.

700   |  800   |  900

 New or existing applications
 Hide away safety screen
 Slide out ash pan
 Can be positioned on a timber floor
 Timber frame for new installs with non combustible enclosure
 Conceived, designed and built in Australia

LIGNA
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www.realflame.com.au
Free on site advisory service

Richmond VIC
300 Swan Street
T 03 9428 4443

Geelong VIC
2a Gordon Avenue
T 03 5229 0844

Dandenong Sth VIC
3/328 Sth Gippsland Hwy
T 03 9702 7853

Chatswood NSW
546 Pacific Highway
T 02 8905 0189

Miranda NSW
36 Kareena Road
T 02 8513 6202

Norwood SA
173 Magill Road
T 08 8132 0371

Milton QLD
46 Douglas Street
T 07 3368 2011

Osborne Park WA
47-53 McDonald Street
T 08 9444 9900

Fyshwick ACT
88 Wollongong Street
T 02 6280 5522

Ulverstone TAS
31a Victoria Street
T 03 6425 4440

Head Office, Factory
and Showroom:
Scoresby VIC
1340 Ferntree Gully Road
T 03 8706 2000
F 03 8706 2001

Warranty: Provided your Real Flame Gas Fire is installed by a licensed Gas Fitter in accordance with our installation instructions and any other relevant codes and operated in accordance with our 
operating manual, your firebox is warranted for a period of 15 years and all other parts for 2 years from date of purchase. Refer to our web site or our IOM’s for a comprehensive warranty.

Available from:

A B C D E
Flue Diameter (mm) Heats

up to 
(m2)Inner Outer

700 780 706 450 205 680 229 280 165

800 900 715 475 230 800 254 305 185

900 1020 780 500 260 920 280 330 200

All measurements in millimetres (mm)

Note: The m2 heating capacity will vary depending on location, insulation values and other thermal influences. Speak with 
your sales consultant if unsure. 

The Real Flame Ligna series has been tested and certified to AS2918-1990 for safe installations and AS4013 for low 
emission (Exempt)
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